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The following technical datasheet is provided by Bona.

For further information please either give us a call or visit the manufacturer’s website.

Wood Floors and Accessories cannot be held liable for the information  contained within this document. 
All information is correct at the time of download from the manufacturer.
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Sanding Bona 8100 Black Silicon 
Carbide Abrasives 
Technical data sheet 

Bona Black 8100 Silicon Carbide Abrasive is a standard abrasive made of silicon 
carbide, also known as carborundum, a very hard mineral that creates new sharp 
points when worn. It works best as a “finishing” abrasive that provides the best 
colour when staining and oiling. 
The high-quality silicon-carbide abrasive grains continually break-down into fine 
cutting points, giving you the best surface quality for natural, stained and oiled floors. 
Ensuring maintained aggressiveness during its lifetime, its properties ensure cool 
running on high speed machines such as edge sanders. 

• MAINTAINED AGGRESSION WHEN WORN
• OPEN COAT FOR COOL SANDING
• HIGH DURABILITY
• CONSISTENT CUT FOR BEST SURFACE QUALITY

Rolls Discs

Available 

sizes: 

203mm x 25m 
254mm x 25m 
305mm x 25m 

Ø 150 mm
Ø 178 mm

Grit type: Semi-friable 
corundum 

Semi-friable 
corundum 

Coating: Mechanical/electros
tatic 

Mechanical/electros
tatic 

Backing: Cloth Cloth 

Bonding: Synthetic resin Synthetic resin 

Grit range: 16-150 16-150

Colour: Black Black 
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