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The following technical datasheet is provided by Tramex.

For further information please either give us a call or visit the manufacturer’s website.

Wood Floors and Accessories cannot be held liable for the information  contained within this document. 
All information is correct at the time of download from the manufacturer.
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EZ KIT
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1.  PTM2.0 - Professional Pin Moisture Meter.
2.  Heavy-duty pin-type wood probe.

A kit for instant and accurate measurement of moisture content in a large range of wood species, relative 
drywall readings and comparative WME (Wood Moisture Equivalent) readings in wood by-products and other 
building materials. Featuring the Tramex Professional PTM2.0 with its built-in pins and a handheld heavy-duty 
pin probe, the Professional Wood Kit comes in a protective Tramex Easy-travel case.

KIT CONTENTS Product Code: PTMZK5.1



Moisture Content                                                                     6 to 46%MC
WME (Ref) reference scale for building materials:   0 to 100
Drywall reference scale:                                                                  0 to 8.5
Preset wood species:              500+

SPECIFICATIONS 
PROFESSIONAL PTM2.0  - SPECIFICATIONS & MEASURING RANGE

The Professional PTM 2.0 is a hand-held, digital, pin-type resistance moisture meter 
designed to take precise measurements of moisture content in wood, relative drywall 
readings and comparative WME (Wood Moisture Equivalent) readings in wood by-prod-
ucts and other building products. The Professional PTM 2.0 wood moisture meter has 
built-in standard calibrations, specific calibration for over 500 wood species and adjust-
able temperature correction.

Size:               7¼" x 3" x 1¼" (18.5mm x 7.5mm x 2.8mm)  
Weight:                                                                                      9.8oz (278g)
Construction:                                                                             Aluminium
Power:                                                  4 x AAA Batteries (included)
Display:                                                                                 Digital  

KIT SPECIFICATIONS
Size:  13.8" x  9.1" x 3.5" (350mm x 230mm x 90mm)         
Power:           4 x AAA Batteries (included)

Weight:           2.56lbs (1.16kg) 
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